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 H SP D1 1500 R /3P            

HSPD1-1500R/3P Photovoltaic DC T1+2 Level Surge Protector 
HSPD2-1500R/3P Photovoltaic DC T2 Level Surge Protector 

1 Ratings:
Plug-in shock-proof module, integrated base, 1+11 level/1+2 level surge 
protector, Y-shaped structure with full symmetrical protection, suitable for 
photovoltaic DC power distribution system, usually installed in lightning protection 
zones LPZOa-2 and subsequent zones. 
Unique electrical isolation circuit breaker technology allows for plug-and-play 
replacement, facilitating fault indication, remote signaling, alarm, and low residual 
voltage protection, resulting in excellent performance.

2 Approvals/Standards:

HIITIO Code 

SP : Surge protector

3: 3Poles  

D1 : D1:DC T1+2 Level,  D2:DC T2 Level
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UL
CE
 REACH/RoHS
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Product Model

DC surge protector



3 HSPD1-1500R/3R Characteristic Parameter
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DC surge protector
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4 HSPD2-1500R/3R Characteristic Parameter

DC surge protector



5 Outline dimensional (mm) 

   Zhejiang HIITIO New Energy Co., Ltd

https://www.hiitio.com Page 4 of  4 Email:sales@hiitio.com 

6 Direct current connection method

7 Schematic diagram

DC surge protector
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